
TETTI

TETTO PER INTERNI

Tetto per interni adatto a tutte le tipologie di struttura composto da doghe pressopiegate unite tra di loro e fissate ai montanti, 
utilizzabile in contesti interni sia residenziali che commerciali.
Lo stesso può essere realizzato in lamiera pressopiegata e verniciata RAL (o in altri materiali metallici) con la possibilità di porzione 
aerata tramite microforatura o in plexiglass.
La sua conformazione tecnica permette la squadratura del vano in sommità.

INDOOR ROOF

Indoor roof suitable for all types of structures composed of press-formed slats joined together and attached to the uprights, usable 
in both residential and commercial indoor settings.
It can be made of press-formed and RAL-painted sheet metal (or other metal materials) with the possibility of aerated portion by 
micro-perforation or Plexiglass.
Its technical conformation allows the top of the compartment to be squared.



TETTI

TETTO PER ESTERNI 

Tetto per esterni adatto a tutte le tipologie di struttura composto da doghe pressopiegate unite tra di loro e contornate da faldali 
laterali fissati alle traverse superiori, utilizzabile in contesti esterni sia residenziali che commerciali.
Sui lati liberi, non a contatto con la muratura, i faldali presentano una sporgenza tale da proteggere la struttura e la conformazione 
tecnica del tetto consente, attraverso i faldali stessi, l’aerazione senza permettere l’ingresso alle acque meteoriche. 
Sui lati a contatto con la muratura il faldale non presenta sporgenza, e viene fornito un profilo di compensazione per chiudere la 
fessura tra la copertura e il muro.
Lo stesso può essere realizzato in lamiera pressopiegata e verniciata RAL (o in altri materiali metallici) con la possibilità di 
coibentazione interna e presenta una leggera pendenza per permettere il defluire della pioggia.
Al fine di permettere la squadratura della parte superiore del vano, vengono sempre fornite una coppia di crociere da installare sulle 
piastre dei montanti di testata, appena sotto la copertura.

OUTDOOR ROOF  

Outdoor roof suitable for all types of structures consisting of press-formed slats joined together and surrounded by side flashing 
attached to the upper crossbars, usable in both residential and commercial outdoor settings.
On the free sides, which are not in contact with the masonry, the flashing has an overhang to protect the structure. Thanks to the 
flashing, the technical conformation of the roof allows ventilation without the introduction of rainwater. 
The flashing does not protrude on the sides in contact with the masonry and a compensating profile is provided to close the gap 
between the roof and the wall.
It can be made of press-formed sheet metal and RAL-painted sheet metal (or other metal materials) with the possibility of internal 
insulation and has a slight incline to allow rain runoff.
In order to allow squaring of the top part of the compartment, a pair of crosses are always provided to be installed on the plates of 
the header uprights, just below the roof.



TETTI

TETTO PER ESTERNI CON GRONDA

Tetto per esterni adatto a tutte le tipologie di struttura composto da doghe pressopiegate unite tra di loro e contornate da faldali 
laterali fissati alle traverse superiori, utilizzabile in contesti esterni sia residenziali che commerciali.
Sui lati liberi, non a contatto con la muratura, i faldali presentano una sporgenza tale da proteggere la struttura e la conformazione 
tecnica del tetto consente, attraverso i faldali stessi, l’aerazione senza permettere l’ingresso alle acque meteoriche. 
Sui lati a contatto con la muratura il faldale non presenta sporgenza, e viene fornito un profilo di compensazione per chiudere la 
fessura tra la copertura e il muro.
Lo stesso può essere realizzato in lamiera pressopiegata e verniciata RAL (o in altri materiali metallici) con la possibilità di 
coibentazione interna e presenta una leggera pendenza per permettere il defluire della pioggia.
Sulla traversa dal lato della pendenza, su richiesta, può essere fornita una gronda in lamiera pressopiegata provvista di bicchiere 
per imbocco dei tubi di scolo.
Al fine di permettere la squadratura della parte superiore del vano, vengono sempre fornite una coppia di crociere da installare sulle 
piastre dei montanti di testata, appena sotto la copertura.

OUTDOOR ROOF WITH GUTTERING

Outdoor roof suitable for all types of structures consisting of press-formed slats joined together and surrounded by side flashing 
attached to the upper crossbars, usable in both residential and commercial outdoor settings.
On the free sides, which are not in contact with the masonry, the flashing has an overhang to protect the structure. Thanks to the 
flashing, the technical conformation of the roof allows ventilation without the introduction of rainwater. 
The flashing does not protrude on the sides in contact with the masonry and a compensating profile is provided to close the gap 
between the roof and the wall.
It can be made of press-formed sheet metal and RAL-painted sheet metal (or other metal materials) with the possibility of internal 
insulation and has a slight incline to allow rain runoff.
On the crosspiece on the incline, a press-formed sheet metal guttering can be provided upon request, equipped with a socket for 
the drain pipe inlet.
In order to allow squaring of the top part of the compartment, a pair of crosses are always provided to be installed on the plates of 
the header uprights, just below the roof.



TETTI

TETTI SPECIALI

Tetto per interni e/o esterni, adatto a tutte le tipologie di struttura, a disegno speciale quale cupola, piramide o capanna e similari, 
con chiusura vetrata o in materiali metallici speciali quali inox, corten e similari.
Al fine di permettere la squadratura della parte superiore del vano, vengono sempre fornite una coppia di crociere da installare sulle 
piastre dei montanti di testata, appena sotto la copertura.

SPECIAL ROOFS

Roof for indoor and/or outdoor living areas, suitable for all types of structures, with special designs such as dome, pyramid or hut 
etc, with glass closure or in special metal materials such as stainless steel, corten, etc.
In order to allow squaring of the top part of the compartment, a pair of crosses are always provided to be installed on the plates of 
the header uprights, just below the roof.


